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APPAREIL DE BLAINE MANUEL
REF A004-01

Caractéristiques :

L'équipement est composé de :

= 1 béti avec tube de Blaine en U monté sur un support métallique.
= 1 cellule de Blaine avec disque perforé et piston
= 1 paquet de 1000 filtres
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Accessoires supplémentaires disponibles :

=  Tube de Blaine - ref A004-01-D001

= Goupillon de nettoyage - ref A004-01-D002

= Cellule de Blaine compléte (corps / grille / piston) - ref AO04-01-D005
= Pompe en caoutchouc - ref A004-01-D006

=  Fluide manométrique 250ml - ref A004-01-D002

=  Filtre de Blaine 12.7mm (sachet de 1000 filtres) - ref A004-00-D001
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MANUAL BLAINE APPARATUS REF A004-01

The manual Blaine permeability meter is the equipment suitable for carrying out the Blaine test
(determination of the fineness of cements) according to standard EN196-6.

Characteristics:

The equipment consists of:

1 frame with U-shaped Blaine tube mounted on a metal support.
1 Blaine cell with perforated disc and piston

1 pack of 1000 filters

1 bottle of manometric liquid

1 suction bulb

1 funnel

1 brush

Additional accessor ies available:

Blaine tube - ref AO04-01-D001

Cleaning brush - ref A004-01-D002

Complete blaine cell (body / grid / piston) - ref AO04-01-D005
Rubber pump - ref AO04-01-D006

250ml pressure fluid - ref A004-01- D002

Blaine filter 12.7mm (bag of 1000 filters) - ref AO04-00-D001
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