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WATER BATH THE CHATELIER PREMIUM 

REF 111-100257 

Equipment specially developed for determining the expansion of cements with automatic test cycle. 

 

Benefits 

Very robust equipment by design. 

Thermostatic water bath with a precise temperature controlled by a digital precision module type PID to maintain 

a gentle boil with a very small decrease in the water level in the bath by evaporation. 

Very ergonomic equipment to facilitate its daily use. 

Operation 

Le Chatelier moulds are placed in the thermostatic bath to perform the thermal cycle. 

The water in the Le Chatelier bath is warmed up following a continuous heating ramp from 20°C to boil in 30 

minutes. It is then kept in a gentle boil for 3 hours. 

Technical features: 

• Test capacity up to 9 mussels simultaneously - approximately 14 liters of water. 

• Stainless steel tank and a handle lid with a drain valve. 

• Isolated walls with rock wool. 

• Perforated internal grille, made of stainless steel and removable. 

• Deported control module with programmable 0.1oC resolution digital thermostat. 

• LCD graphic screen with backlight. 

• Real-time information (temperature record, actual temperature, time elapsed, time remaining to 

complete the test. 

• Visualization of water temperature with control and regulation by an internal PID. 

• Pt100 probe to measure the temperature of the bath water. 

• Single-phase power supply: 230 VAC50-60 Hz - Heating power 4500W 

• Indoor tank dimensions (long x larg x prof): 445 x 250 x 140 mm 

• External dimensions (long x larg x high) 710 x 450 x 280 mm 

• Net weight about (empty) 15 kg. 


