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AUTOMATIC VICAT DEVICE 

A005-06 

The automatic vicAT monoposte device is the right equipment for determining the start time of 

taking cements, mortars and plasters. 

 

 

 

 

Characteristics:   

• Digital display with setting selector.  

• Integrated thermal printer for graphic printing of test results and parameters.  

• Memorizing results up to 50 trials.  

• RS232 output for results transfer, software not provided (option).  

• Automatic mode according to pre-programmed standards:  

-EN 196-3:2005 / EN 13279-2 / ASTMC191 / DIN1168....  

• Free mode 5 tests that can be set by the user:  

-Number of penetration.             

-Start-up delay.            
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-Penetration interval.          

-Free or accompanied fall.  

• Comes with accessories:  

-1 truncated mold d sup 70mm d inf 80mm high.40mm.                           

-1 glass plate.                            

-1 vicat needle of early intake d 1.13mm.  

• Weight 13kg.   

• Power 240V- 50Hz.   

• 12-month warranty.  

Accessories available:  

• Vicat Truncated Standard In 196-3-2005 ref A005-01-M004  

• Early Take Needle - 1.13mm for test on 1.13mm cement - standard EN 196-3:2005 ref 

A005-00M006  

• Conical Probe - 8mm - Length 50mm for plaster test - standard EN 13279-2 - ref A005-

06-M005. 

• Mobile support weight 100g for plaster testing - standard EN 13279-2 - ref A005-06-

M006 

• Standard glass base plate EN 196-3:2005 - ref A005-00-D003  

• PVC water tank - ref A005-06-M001  

• Lot of 5 rolls of thermal paper - ref A003-01-I00. 

 


