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MOULE MORTIER PRISMATIQUE POUR ESSAI DE RETRAIT
REF A007-07

Le moule prismatique pour essai de retr qu p ment adapté pour la confection d’épro
40.1x40x160mm pour la détermination des variations linéaires selon Ies ormes EN 12617 4 NF
P15-433.

Caractéristique

= Confor m aux normes EN 12617-4 et NF P15-433.
= Fabric namertra e

= Equ p d 3 mp rtime! 401 x40x160 mm.

= Repéres de montage g

= Dureté > 200H

= Rugosité < N8.

= Po d 8 6 Kg.

= Dimensions extérie 1 225" 180mm

= Fourni avec un jeu d 6 pI vis de serrage.

= Hausse de remplissage p I ommander séparément.
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BACKGROUND FOR MORTIER 40.1x40x160 MM
Ref A007-07

The prismatic mould for removal test is the suitable equipment for making 40.1x40x160mm
test tubes for determining linear variations according to EN 12617-4 and NF P15-433 standards.

Technical features

Compliant with EN 12617-4 and NF P15-433.
Manufacturing of treated steel.

Equipped with 3 40.1x40x160 mm compartments.
Engraved mounting markers.

Hardness > 200Hv.

Roughness < N8.

Weight: 8.6 Kg.

Outdoor dimensions: 225-180mm.

Supplied with a set of 6 studs and screws.

Filling rise and spatulas to order separately.

Non-contractual photo to consider the possible evolution of the equipment



